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1 Identification of substance
Product details

* Trade name: DAPRO DF 7015
+ Application of the substance / the preparation: Defoamer, anti-foaming agent

+ Manufacturer/Supplier:
Elementis Specialties Netherlands B.V.
Langestraat 167 7491 AE tel: +31/74/3775000
P.O.Box 1 7490 AA fax: +31/74/3775075
DELDEN - The Netherlands

Information department:

Product Stewardship

Tel: +31/74/3775307

Fax: +31/74/3775364

Emergency information: Tel: +32/3/5755555 (SGS)

2 Composition/Data on components

* Chemical charactarization
Description:
Product is a mixture of:
mineral oil
additives

Dangerocus components:

CAS: 64742-65-0 distillates (petrocleum), solvent-dewaxed heavy 50-100%
EINECS: 265~169-7 paraffinic

3 Hazards identification

Hazard description: not applicable

Information pertaining to particular dangers for man and envircnment:

not applicable

Classification system:

The classification is according to the latest editions of the EU-lists, and
extended by company and literature data.

4 First aid measures

General information: No special measures required.
- After inhalation: Supply fresh air; consult doctor in case of complaints.
- Aftar skin contact: Wash with water and soap.
- After eye contact: Rinse opened eye for several minutes under running water.
- After swallowing: If symptoms persist consult doctor.

S5 Fire fighting measures

Suitable extinguishing agents: Water spray, C02, extinguishing powder, feoam.
Protective equipment: Wear fully protective suit.

6 Accidental release measures

Person-related safety precautions: Not required.
+ Measures for environmental protection:
Do not allow to enter sewers/ surface or ground water.
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+ Measures for cleaning/collecting:
Dispose of the material collected according to regulations.
Absorb with liquid-binding material (sand, diatomite, acid binders, universal
binders, sawdust).

7 Handling and stcorage

+ Handling

+ Information for safe handling: No special measures required.

+ Information about protection against explosions and fires:
No special measures required.

Storage
Requirements to be met by storerooms and receptacles:
Suitable material for receptacles: stainless and carbon steel and plastics.
Information about storage in one common storage facility: Not required.
+ Further information about storage conditions: None,
* Recommended storage temperature: < 50 °C,

B8 Exposure controls and personal protection

- Compcnents with limit values that require monitoring at the workplace:
64742-65-0 distillates (petroleum), solvent-dewaxed heavy paraffinic

OEL Long-term value: 5 mg/m?
as oilmist.

Additional information: The lists valid during the making were used as basis.

* Parsonal protective equipment
General protective and hygienic measures:
The usual precautionary measures are to be adhered to when handling chemicals.
* Breathing equipment:
Use suitable respiratory protective device only when aerosol or mist is formed.
Protection of hands: Safety gloves recommended.
+ Material of gloves
PVC
Necprene
Nitrile rubber, NBR
Flucrccarbon rubber (Viton}
Panetration time of glove material
The determined penetration times according to EN 374 part III are not performed
under practical conditions. Therefore a maximum wearing time, which corresponds to
50% of the penetration time, is recommended.
Eye protection: Goggles recommended.

9 Physical and chemical properties

Genaral Information

Form: Fluid, 25 °C.
Dispersion

Colour: Amber coloured

Odour: ’ Characteristic -
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+ Change in condition

Melting point/Melting range: < -5°C (DGF-C-IV-3A)
Boiling point/Boiling range: > 250°C (ISO 11890)
Flash point: > 175°C (ASTM D6450)
Ignition temperature: > 300°C
* Danger of explosion: Product does not present an explosion hazard.
+ Vapour prassure at 20°C: < 0.1 hPa
- Density at 25°C: 0.84~-0.88 g/cm® {ISO 2811-2)
Solubility in / Miscibility with
water: Emulsifiable
-  organic solvents: Soluble in many organic solvents
* pH-value: Not applicable
* Viscosity:
dynamic at 25°C: 700-1000 mPas (ASTM D2196)

10 Stability and reactivity

Thermal decomposition / conditions to be avoided:
No decomposition if used according to specifications.
- Dangerous reactions: No dangerous reactions known
+ Dangerous products of decomposition: No dangerous decomposition products known

11 Toxicological information

+ Agute toxicity

- LD/LC50 valuas that are relevant for classification:
LD50 Product: oral: > 2000 mg/kg (rat).

Primary irritant effect:

on the skin: No irritant effect.

on the eye: No irritating effect.
Sensitization: No sensitizing effects known.

* Additional toxicological information:
The product is not subject to classification according to the calculation method
of the General EU Classification Guidelines for Preparations as issued in the
latest version.
When used and handled according to specifications, the product does not have any
harmful effects to our experience and the information provided to us.

12 Ecological information

* Information about elimination {persistence and degradability):
The product is not readily bilcdegradable. The product is inherently biodegradable.
+ Aguatic toxicity:
fish toxicity: Not determined
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